
EXTREME™ CONVERGE™ CONNECT™
SPECIFICATION XL 400P XL 200P XL 185P XL 150P XL 95P XL 45P

VHF (136-174 MHz) ✅ ✅ ✅ ✅ ✅ ✅

UHF (378-522 MHz ) ✅ ✅ ✅ ✅ ✅ ✅

700/800 MHz ✅ ✅ ✅ ✅ ✅ ✅

900 MHz ✅

 P25/Analog ✅ ✅ ✅ ✅ ✅ ✅

P25 Trunking ✅ ✅ ✅ ✅ ✅ ✅

Single Key AES/DES ✅ ✅ ✅ ✅ ✅ ✅

Multikey AES/DES Encryption ✅ ✅ ✅ ✅

Over-the-Air Programming ✅ ✅ ✅ ✅ ✅ ✅

Over-the-Air Rekeying ✅ ✅ ✅ ✅

MCPTT Capable* ✅ ✅ ✅ ✅

Multiband Capable ✅ ✅

GPS, Bluetooth and Wi-Fi ✅ ✅ ✅ ✅ ✅ ✅

LTE Ready ✅ ✅ ✅ ✅

Top Display ✅ ✅ ✅ ✅

Advanced Noise Cancellation ✅ ✅ ✅ ✅ ✅ ✅

Voice Annunciation ✅ ✅ ✅ ✅ ✅ ✅

Drop Shock (1.5m onto concrete) ✅ ✅ ✅ ✅ ✅ ✅

NFPA 1802 Compliant ✅

Extreme Drop (3.0m onto concrete) ✅

1700 Degree Direct Flame @ 10 sec ✅

500 Degree Temperature @ 5 min ✅

Immersed 5.0m for 4hrs ✅
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XL PORTABLE SERIES FEATURE LIST

* Portable radio must have LTE enabled for MCPTT capability.

SERIES

✅
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