
SPECIFICATION XL-200M XL-185M XL-85M XL-CH XL-CH2

700/800 MHz ✅ ✅ ✅

VHF (136-174 MHz) ✅ ✅

UHF (378-522 MHz) ✅ ✅

900 MHz ✅ ✅

P25 Analog ✅ ✅ ✅

P25 Trunking ✅ ✅ ✅

LTE-Ready ✅ ✅

MCPTT Capable* ✅ ✅

Dual Sim Compatibility ✅ ✅

Single Key AES/DES Encryption ✅ ✅ ✅

Multikey AES/DES Encryption ✅ ✅ ✅ ✅ ✅

GPS, Bluetooth® and Wi-Fi ✅ ✅ ✅ ✅ ✅

Device Management and XL Virtual™ over Wi-Fi ✅ ✅ ✅ ✅ ✅

Over-the-Air Programming ✅ ✅ ✅

Over-the-Air Rekeying ✅ ✅ ✅

Multiband Capable ✅

Advanced Noise Cancellation ✅ ✅ ✅ ✅ ✅

Color Display ✅ ✅ ✅ ✅ ✅

Display Auto-Dimming ✅

Larger LCD Display screen ✅

Integrated Control Head Speaker ✅

5 Speaker Output ✅ ✅ ✅

Voice Annunciation ✅ ✅ ✅

Last Message Playback ✅ ✅ ✅

MIL-STD-810G/H ✅ ✅ ✅ ✅ ✅

Programmable Buttons and USB Ports ✅ ✅ ✅ ✅ ✅

Compatible Handheld Controller ✅ ✅ ✅

Compatible Keypad Mobile Microphone ✅ ✅ ✅ ✅ ✅

Moduler Mounting Configurations ✅ ✅ ✅ ✅ ✅

* Radio must have LTE enabled for MCPTT capability.
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