
ARMS

Link 16 Amalgamated Remote Management System

ARMS collects data from multiple remote terminals representing the 
tactical picture as seen at each location, analyzes it for discrepancies 
and anomalies and presents the information in user-configurable 
graphical displays.

PRODUCT DESCRIPTION
The job of the Link 16 Network Manager is to plan, manage, modify and troubleshoot a 
tactical data link network distributed over a wide geographical area and often locked to 
GPS time. Existing systems employ a single viewpoint, while ARMS’ distributed approach 
provides a multi-viewpoint solution to network management.

ARMS connects over an IP-based Wide Area Network (WAN) to multiple remote 
terminals, including JTIDS, MIDS-LVT, MIDS JTRS, STT and BATS. It obtains the tactical 
picture as seen at each location, accepting all transmissions and receptions as well as 
status from each terminal. It creates a multi-terminal database from this information 
and analyzes for discrepancies and anomalies. A delayed synchronization capability on a 
single terminal is not required. For example, to detect unauthorized time slot reuse, the 
network nodes perform this function for any units within sight of more than one ground 
station.

ARMS can be further enhanced with the FLEXible Over-the-Air Reassignment (FLEXOR) 
feature. FLEXOR is the ARMS capability that originates J-series network management 
messages to allow the ARMS operator to interactively control Link 16 relay platforms, 
allocate capacity amongst active platforms and disable transmission capability of 
individual platforms when required by frequency usage restrictions.

The ARMS planning feature, Geographic Region Interactive Pulse Planner (GRIPP), 
estimates Time Slot Duty Factor (TSDF) based on Link 16 Coordination Messages (LCM) 
and network design. This enables the Link 16 Network Manager to estimate TSDF based 
on their country’s Frequency Clearance Agreement (FCA): Wide Area, Platform Centric, 
Any Point in Space (APIS) and auto generate the Link 16 Forecast Activity Report (JFAR). 

Together, ARMS, GRIPP and FLEXOR provide a powerful dynamic Link 16 network 
management system.

KEY FEATURES

	> Enables distributed data 
collection by implementing a 
multi-homed monitoring system

	> Allows coordinated network 
analysis from multiple viewpoints

	> Provides a synthesized analysis of 
the network architecture

	> Plug-n-Play capability—changes 
to the existing system of terminals 
are not necessary

	> Works with all MIDS-LVT, MIDS 
JTRS, STT and BATS; designed for 
CMN and CCR

	> Capable of directly hosting more 
than 50 terminals simultaneously

	> Operates in parallel with existing 
C2 systems with zero footprint 
integration

	> Provides up-to-date, system-wide 
status with drill-down capability 
of terminal BIT for fault isolation

	> Real-time FCA compliance 
monitoring (Platform  
Centric/APIS)

	> GRIPP plans Link 16 pulse density 
(TSDF) based on operator planned 
force lay down or LCM 

	> Functions as an anomaly-event- 
driven, operator-alert-based 
interface to facilitate expeditious 
detection and correction of 
network problems

	> The FLEXOR feature supports 
dynamic (over-the-air) network 
management

Works with All Vendors’ 
Link 16 Terminals
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FLEXOR SEQUENCE PROCESS
The following graphic shows an over the air sequence in process. 
The sequence step status is updated upon completion, either 
successful or failure, of each step. An entire sequence is only 
marked as complete if all of the steps are completed successfully.

DERG NETWORK ANALYZER (DNA)
DNA displays all network J-Message traffic in one location. 
Messages are displayed in DERG format and according to the  
user selected MIL-STD. Operators are also allowed to filter 
messages/fields.

DIGITAL VOICE
CHIN Voice allows the operator the 
ability to monitor and speak over  
any/all Radio Data Sources.

SELECTED ALERT  
LAUNCHES BRAIN
ARMS alert and event 
drill-down capability 
includes online access 
to the ARMS BRAIN 
(Browser Ready 
Accessible Insider Knowledge),  
which can be customized for local operations.

UNIFIED MAP DISPLAY
The ARMS Unified Battlefield Resource Overview (UniBROW) 
offers situational awareness by displaying PPLIs, tracks and 
indirect PPLIs received via 
the Link 16 and JREAP-C 
interfaces.  This enables 
the operator to obtain a 
comprehensive view of 
the units participating in 
the ARMS session and 
to monitor tracks in near 
real-time.

SOFTWARE ARCHITECTURE
ARMS is built with three 
functional architectural pieces:

	> Centralized Analysis Process 
(CAP)

	> ARMS User Interface (AUI)

	> Geographic Region Interactive 
Pulse Planner (GRIPP) 

	> DERG Network Analyzer 
(DNA)

	> Unified Battlefield Resource 
Overview (UniBROW)

ARMS contains software that monitors multiple remote 
terminals to obtain the tactical picture at each location. 
From this information it builds a multi-terminal database 
that is analyzed for discrepancies.
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PART DESCRIPTIONS
	> ARMS master control and two terminals at remote site
	> ARMS annual software update subscription
	> ARMS FLEXOR feature


